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Symmetrical
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17" x 36" P.P.C. Deck Beam —I7" x 48" P.P.C. Deck Beam 1. Presiressing steel shall be uncoated

) high strength, low relaxation 7-wire

‘llr ‘¢ Holes for
" transverse tie

9
+

¢ Drain Holes

Al

‘“ ¢ Vent Holes Top (iyp.)
[

|| assemblies
Bott. (typ.) Jl

) r \— L Fabric Pad

FABRIC BEARING PAD
(Interior)
(14 Required)

1o

| 2-3 0. fo 0.

BAR U

S N ik etk
1 =
e 7,,|=__..___....____J||L____=
R
S 2 | |
2" ¢ Holes for / | 6 (typ.) 5_{'.}1
Dowel Rods |_5
r-6] 679" o
37°-4* o, 10 0.
PLAN
(9 Required)
¢ Key
P
32 L 2rov |38 135
. 37 ¢ Holes 10 135"
* 4
T | ~ 3]

. AR
3 ¢ Hole Y
L" Fabric Pad —/ J
FABRIC BEARING PAD

(Exterior and Stage Const. Line)
(6 Required)

3 Radius
(Cold bent)

Top of
\ Beam

45° min.
angle of Iift ™\_ A

e

15,,
M~

6" 6

LIFTING LOOP DETAIL

(typ. except as nofed) P I e

x4 x P strand, Grade 270.
Washer - 3 require
\ 2. The nomingl digmeter shall be 5"
and the nominal cross-sectional area

shall be 0.153 sq. in.

Full Thread Sleeve
3" long - 9 required \
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1"¢ x 2-1I" Rod
(Thread each end 4")
9 - required

3. Lifting loops shall be 2-%" ¢ - 270
ksi sfrands, as shown.

9+

4. Lifting loops shall be burned off dfter
beams have been erected.

8"
I4u

\ Ll 5. The 1" ¢ rods in the fransverse assembly

——— shall be tightened to a snug fit and the threads
sefl. Pockets that receive transverse tie bar on
outside shall be filled with grout affer tronsverse
tie assembly is in place.

Nut for 17 ¢
Rod - 3 required

37 ¢ Opening —

1 ¢ x 3°-11” Rods
(Thread each end 4°)
1 - required

6. Non prestressing steel shall conform to
ASTM A 706 (IL MOD), Grade 60.

7. The bearing seat surfaces shall be
adjusted by .shimminlg fo assure firm and

even bearing. Two 3" fabric adjusting shims of
the dimensions of the exterior bearing pad

shall be provided for each bearing.

TYPICAL TRANSVERSE TIE ASSEMBLY

8. Keyway surfaces shall be cleaned io
remove form oil or other bond breaking
material prior to shipment of the beams.
Cleaning shall be done by sandblasting the
36 keyway areas between top of the beam
and the bottom edge of the key.
104" 155"

Omit _key on exterior
face of outside beams.

| 9. Corrosion Inhibitor, per Article

1020.05(bX12) of the Standard Specifications,
shall be used in the concrete for precast
presfressed concrefe deck beams.

4-#5 B bars !
Full length of beam '

2-#5 Bi1 bars, .2 x length
of beam. Each End

10. Required Release Strength, f'ci,

T vl shall be 4,000 p.s.i.

)

1] (M 1. See Sheet No. 8 of 12 for required fascia
< beam modifications for rail anchorage.

8 x 3-W2.5 x W5.5 Wire
Fabric W2.5 longitudinal
Full length of beam
excepl at U bars

"

n

i = .
iE = - ——al
2 '4”| Standard Grid Pattern 124" "i’j’

N
TYPICAL SECTION %" Chanfe

15-5"" ¢ Strands. Each Strand Stressed to 30,900 Lbs.
9-Strands 1% up, 4-Strands 34" up, 2-Stronds 12" up

Note: Place strands symmelrically about §€ of beam.

BILL OF MATERIAL

SUPERSTRUCTURE DETAILS

Trem Unit__] Quanfity 17" X 36" DECK BEAMS
ConeDook By | So- Fr- | 100 ILL. ROUTE 34 OVER HOBBS CREEK

F.A.P. ROUTE 778 SECTION 4BR-1
HARDIN COUNTY
STATION 1021+80.00
STRUCTURE_NO. 035-0008




